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EAN: 4043718278374 
ART.-NR.: 35805

INLINE® USB 3.2 GEN.2 ADAPTER, USB TYPE-C MALE TO USB A FEMALE, 
OTG
• USB 3.2 Gen.2 adapter

• USB Type-C male plug to USB type A female plug

• For USB hard drives, USB video cards etc. with USB Type A 

connector, to connect to a Host card with USB Type-C port

• Suitable for data transfer rates up to 10 Gb/s

• Supports USB Power Delivery up to a charging current of 3 A

• OTG compatible
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MATERIAL LIST:

PRODUCT
NAME

CUSTOMER

A

INTOS ELETRONIC AG

USB 3.2 GEN 2 Type  C male to A
Female Adapter

3A, OTG
RoHS 2.0 and REACH Compliant

2018-08-28

2018-08-28wbs

PIN OUT

USB A female TYPE-C male

1 A4,A9,B4,B9

2

A73

A6

4 A1,A12,B1,B12

A5

SHELL SHELL

R:5 .1K

C:10n f

7

5

6

8

9 A3

A2

B10

B11

A1,A12,B1,B12

NOTES:

(2).Insulation resistance:DC 300V 10MΩ Min;
(3).Contactor resistance:3Ω Max;

(1).100% open short & miss wire test;
1.Electrical test:

REMARKQT'YSPECIFICATION STANDARDPARTS NAMENO.
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3

1

1

1

Connector

Housing

Shell For Nickel plating

USB 3.0 A Female,Blue insulation The Pin Gold Plating,the
Shell For Nickel plating

Aluminium Shell Black

Connector

Alvan

35805GI

Data transfer from 5G to 10G 2021-08-11

Data Transfer:10Gbps Voltages:5V Current:
USB 3.2 GEN2 Type C male input,A female output

USB 3.1 C male,Black insulation The Pin Gold Plating,the
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NOTES:
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(3).Contactor resistance:3Ω Max;

(1).100% open short & miss wire test;
1.Electrical test:
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