INLINE® INSTALLATION CABLE CAT.7
S/FTP (PiMF) 600MHz AWG23 CCA, Eca halogen-free, orange

Cost-effective network cabling: High-quality CCA conductor material
with 20% copper content offers reliable performance at an attractive price.
Future-proof with 600 MHz performance: Ideal for structured building
cabling with Cat.7 standard up to 70 m permanent link.

PoE and PoE+ support: Suitable for modern network applications with
IEEE 802.3af and 802.3at — ideal for access points, cameras and IP
telephones.

Robust shielding for EMC-critical environments: S/FTP (PiMF) with AL
foil and braiding offers high interference immunity.

Halogen-free sheath: Safety in case of fire thanks to reduced smoke
emission thanks to LSZH material.

InLine® Cat.7 installation cables with S/FTP construction (PiMF) and
AWG23 conductors made of copper-coated aluminium offer a powerful
and economical solution for professional network projects. With a trans-
mission frequency of up to 600 MHz and a permanent link length of up
to 70 metres, the cables are ideal for structured building cabling in resi-
dential and commercial properties.

Thanks to their support for IEEE 802.3af (PoE) and 802.3at (PoE+), the
cables enable power-supply devices to be operated directly via the net-
work — without additional power cables. The double shielding consisting
of aluminium foil (225%) and aluminium-magnesium braiding (230%) en-
sures stable and reliable signal transmission even in interference-prone
environments.

The LSZH (Low Smoke Zero Halogen) sheath material used complies
with CPR classification Eca and thus offers increased safety in the event
of fire. The orange sheathing also ensures quick identification during in-
stallation.

The various pre-assembled lengths allow for flexible planning and econo-
mical implementation — ideal for professional applications with a focus on
price-performance.

Conductor material: copper-coated aluminium (CCA), 20% copper
content

Cores: 8 conductors (4 pairs)

AWG: 23

Construction: 1/0.57 mm

Insulation diameter: 1.35 mm

Sheath material: LSZH

Sheath thickness: 0.55 mm +0.05

Outer diameter: 7.6 mm 0.3

Shielding: AL foil >25%

Braiding: AL-MG >30%

PoE support: IEEE 802.3af and 802.3at

Standards: ISO/IEC 11801, EN 50575, IEC 60332-1-2
CPR classification: Eca

Brand

Colour

Side A

Side B

Shielding

Type

Signal

Cross-section

Outer diameter

Variant

UL

NVP value

Data transfer rate
PoE/PoE+/PoE++

Design

Gold plated contacts
Operation temperature
Storage temperature

Max. supported PoE standard
Max. supported power

Wire pairs used for power transmission

Max. supported data transfer rate
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InLine®
Orange
Without plug
Without plug
S/FTP (PiMf)
Cat.7
Network
AWG 23

7.8 mm
CCA, halogen free
No

73 %

10 Gb/s

Yes

Round cable
No

-20 to +60 °C
-20to +50 °C
802.3at
30w

All

10 Gb/s

70210l 10 m
702151 15 m
702201 20 m
70225| 25 m
70230l 30 m
70250l 50 m

4043718341252
4043718341269
4043718341276
4043718341283
4043718341290
4043718341306
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ITEMS UNIT A (4P)
SIZE AWG 23AWG
CONDUCTOR CONSTRUCTION PCS,/mm 1/0.57+0. 005mm
MATERIAL / CCA
PICKS mm /
MATERTAL / Foam—PE
DIA. mm 1.44+0. 05mm 1.440.05mm [l.4+0.05mm |1.4+0.05mm
INSULATTON COLOR / BLUE/WHITE |ORANGE/WHITE | GREEN/WHITE | BROWN/WHITE
CONCENTRIC % =90% =90% E90% =90%
INOM. THICKNESS mm 0.41£0. 05MM
CONSTRUCTTON / 1P 1P 1P 1P
AL-FOIL mm u YES
MYLAR mm u /
TWIST
CONTORT % / / / /
OVERLAPPING % >20% >20% >20% >20%
DIA. mm / / / /
PICK mm /
CONSTRUCTION / 4P
WYLAR
TWIST OVERLAPPING mm u % /
DRAIN WIRE m /
AL-FOTL/OVERLAPPING [mm u % /
FILLERS / /
PE SKELETON - /
BRATID/SHIERLD CONSTRUCTION / 0.12/4/16 AL-MG
MATERTAL/COLOR / LSZH (IEC60332-1-2) /Orange PANTONE 1575C
OUTER DIA. mm 7.6+0. 5mm
JACKET CONCENTRIC % >80%
NOM. THICKNESS mm 0.5040. 1IMM
NOTE: - LTEM | LENGTH/mm
1. Installation temperature 0 50°C
CONDUCTOR 2. Operation temperature —20°C"75C 702101 | 10000200
INSULATION 3. Low smoke (IEC 61034) 702151 | 150004300
AL-MYLAR FOTL 4.Halogen free (IEC 60754-1/2) 702201 | 200004300
JAR:I(I;T 5. Flame retardant (IEC60332_172) 709951 25000i300
6. RoHS2. 0 & REACH COMPLIANT
7.Support PoE per IEEE 802.3af, PoE+ per IEEE 802. 3at 702301 | 30000£300
8. Conform to CPR-Eca 702501 50000+ 500

If you have any further questions, please contact marketin
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