INLINE® SLIM ROUND PATCH CABLE
U/FTP, Cat.6A, grey

Space-saving RJ45 connections for flexible cable management

Space-saving installation: The outer diameter of just 4 mm reduces
cable bulk and makes cable routing easier in confined spaces.
High-performance Cat.6A connection: The patch cable meets the
requirements of Category Cat.6A up to 500 MHz.

Pair-by-pair shielding: The U/FTP construction protects each twisted
pair of wires separately using a metal foil in accordance with the PiMf
principle.

Flexible handling: The extra-thin PVC sheath facilitates installation in
cable ducts and densely populated installations.

Protected connector: Moulded connectors with latch protection ensure
safe handling when connecting, disconnecting and rearranging.

The Slim patch cable connects network components in structured cabling
systems. It is suitable for connections between patch panels, switches,
routers, network sockets and devices with a compatible network connec-
tion.

In densely packed network cabinets, the cable facilitates clear cable ma-
nagement. It can also be neatly routed under desks, behind furniture and
in cable ducts. The flexible design makes it easier to trace and replace
existing connections. The standardised technical specifications allow dif-
ferent variants to be used together within a single installation.

Round cable construction

4 twisted pairs

Solid copper strands

Conductor configuration: 4x2x32 AWG/7

2x shielded RJ45 connectors, 8P8C

1:1 pinout according to EIA/TIA-568B
Gold-plated contact pins

Nickel-plated metal shielding on the connectors

71922 0.25m 4043718351749
71933 0.30m 4043718351756
71955 0.50 m 4043718351763
71901 m 4043718351770
71914 1.50 m 4043718351787
71902 2m 4043718351794
71903 3m 4043718351800
71905 5m 4043718351817
71907 7.50m 4043718351824
71900 10m 4043718351831

Article height:

Article width:
Assignment:
Conductor material:
Data transmission rate:
Design:

Diameter:

Max. supported data transfer rate:
Max. supported power:
Operation temperature:
Outer diameter:

Patch cable category:
PoE/PoE+/PoE++:
Sheath:

Shielding:

Side A:

Side B:

Signal:

Storage temperature:
Type:

UL:

Wire pairs used for power transmission:

@LiﬂE @

1.20 cm

1.50 cm

11

CU (copper)

10 Gb/s

Round cable slim
AWG 32

10 Gb/s

15.4 W

-10 to +60 °C

4.0 mm

Cat.6A

No

PVC

U/FTP

RJ45 plug straight
RJ45 plug straight
Network

0 bis +50 °C
Cat.6A

No

The specific method used is determi-
ned by the PSE (Power Sourcing Equip-
ment)

www.inline-info.com/en/
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NOTE:
1.ELECTRONIC TEST

: [FI18 .

1.1 OPEN/SHORT 100% TEST
3.ROHS 3 support (EU 2015/863) Compliant

(@ [OUTER MOLD

PVC 2

@ PLUG

SHIELDED RJ45 8P8C,GOLD PLATED PIN G/F, NICKEL PLATED SHELL, TRANSPARENT BLUE, UL94V-2 2

(1) |CABLE

32AWG(7/0.08 BC* 1P+AL-FOIL) *4+DRAIN+JACKET:PVC 4.0+0.2MM 1

PIN OUT
P1 P2 PVC JACKET(OD:4.020.2MM)
1 1 WHITE
2 2 ORANGE DRAIN WIRE
3 3 WHITE
6 6 GREEN AL-FOIL
4 4 BLUE .
5 5 WHITE INSULATION Aﬂgabe c!er Kabellange _ _ _
7 7 WHITE CONDUCTORS
8 8 BROWN

DRAIN
SHIELD ——————— SHIELD
nLing SLIM PATCH CABLE‘

9 6,2 mm,

AWG26, CU

InLine 748XXX
Standard patch cable
Cat.6A S/FTP,

TPE flexible

2 4,5 mm, AWG28, CU ABBILDUNG AHNLICH

IMAGE SIMILAR

Item no.: 749XXX
Cat.6A, S/FTP, TPE flexible, PoE

9 4,3 mm, AWG30, CU

Item no.: 753XXX
Cat.81, U/FTP, PiMf, TPE halogen-free

2 4 mm, AWG32, CU

Item no.: 719XXX
Cat.6A, U/FTP PiMf, PVC

2 2,8 mm, AWG32, CU

Item no.: 712XXX
Cat.6, U/UTP, PVC
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If you have any further questions, please contact marketing@inline-i www.inline-info.com/en/
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