INLINE® PATCH CABLE, CAT.6A
S/FTP, TPE (LSZH), CCA, blue

- Cost-efficient network solution with high-quality CCA alloy: 40% cop-
per content for improved conductivity and reduced signal loss.
Powerful for modern networks: Supports up to 10 Gbit/s and a band-
width of 500 MHz for stable connections.

4PPOE support for maximum efficiency: PoE, POE+ and PoE++ with
up to 90 watts of power for network devices such as cameras, access
points or VolIP telephones.

Flexible, flame-retardant cable sheath: The TPE sheath (LSZH) offers
high flexibility for tight installation conditions and reduces smoke de-
velopment in the event of fire.

Safe & interference-free connection: S/FTP shielding (pair and overall
shielding) reliably protects against electromagnetic interference.

The InLine® Cat.6A S/FTP patch cable is the perfect choice for network
infrastructures that require high performance at an economical price.
Thanks to a high-quality CCA alloy of copper-clad aluminum conductors
with 40% copper content, it offers improved conductivity compared to
conventional CCA cables. This reduces electrical resistance and enables
stable transmission at up to 10 Gbit/s over distances of up to 10 meters.

Another advantage: the cable is 4PPOE-capable and supports PoE, PoE+
and PoE++ with up to 90 watts of power. This means that IP cameras, VoIP
telephones and access points can be efficiently supplied with power via
the network cable - a cost-effective solution for professional applications.

The double shielding (S/FTP) minimizes interference and ensures a stable
connection even in demanding environments such as data centers, indus-
trial halls or office buildings. The halogen-free TPE jacket (LSZH) is not only
flame-retardant, but also particularly flexible — ideal for installations with
limited space.
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Additional technical specifications:

- Conductor material: High-quality CCA alloy made from copper-clad
aluminum conductors (40% copper)

Sheath material: TPE (LSZH - flame retardant, halogen-free, flexible)
Operating temperature: -20 to +75 °C

Outlet diameter: 6.0 mm

Population: 1:1 according to T568B

PoE support: 4PPOE, compatible with POE/PoE+/PoE++ (up to 90 W)

Due to the material properties of CCA, this cable is limited to lengths
of up to 10 meters. For longer distances, we recommend our copper
patch cables, which guarantee consistent signal quality.

Article height:

Article width:
Assignment:

Colour:

Conductor material:
Data transmission rate:
Design:

Diameter:

Gold plated contacts:
Max. supported PoE standard:
Max. supported data transfer rate:
Max. supported power:
Operation temperature:
Outer diameter:

Patch cable category:
PoE/PoE+/PoE++:
Sheath:

Shielding:

Side A:

Side B:

Signal:

Type:

UL:

Wire pairs used for power transmission:
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1.60 cm

1.20 cm
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Grey

CCA (copper/aluminium)
10 Gb/s
Round cable
AWG 26

Yes

802.3bt

10 Gb/s
90w

-20to +75°C
6.0 mm
Cat.6A

Yes

TPE (LSZH)
S/FTP (PiMf)
RJ45 plug straight
RJ45 socket
Network
Cat.6A

No

All
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CONDUCTOR
INSULATION
BRAID
AL-FOIL
JACKET

—

CN2

72633B 0.30m 4043718336692
72655B 0.50m 4043718336708
72601B 1m 4043718336739 WIRING DIAGRAM
72614B 1.50 m 4043718336715 RJ45 RJ45
72602B 2m 4043718336746 1 DOCI WHITE
2 2 ORANGE
72603B 3m 4043718336753
3 3 WHITE
72605B 5m 4043718336760 6 DOC 6 GREEN
726078 750 m 4043718336777 4 X 4 BLUE
5 5 WHITE
72600B 10 m 4043718336722 7 7 WHITE
These items are also available in practical bulk EcoPacks:
‘ the environmentally friendly advantage pack without individual ~ SHELL SHELL
o8 packaging.
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© |pLc RJ45 8PSC SHIELDED Plug PIN GOLD PLATED 3U”, THE SHELL
PLATED NICKEL, COLOUR: TRANSPARENT BLUE
O S/FTP CAT. 6A 26AWG (CCA+AL~FOIL) *4P+BRAID (AL-MG)
CABLE JACKET: TPE-LSZH OD:6. 040. 2mn
NOTE:
1. ELECTRICAL TEST:100% OPEN SHORT, MISS WIRE TEST
2. FLUKE Channel LINK TEST:
TEST LIMIT:1S011801 Channel Class EA &
3. Working temperature:-20°C " +75°C Angabe der‘ Kabe“ange -

Storage temperature:—20°C"+75°C

A

RoHS2. 0 AND REACH compliant
Spray WORD:InLine CAT.6A S/FTP 4x2x26AWG/7 TPE-LSZH 1S011801 &
EN50173 & ANSI/TIA568.2-D — ( C€) - INTOS ELECTRONIC AG -

Siemenssstrasse 11 — 35394 Giessen — Germany —

service@inline—info. com
6. Low smoke (IEC 61034)

N

Halogen free(IEC 60754-1/2)

8. Flame retardant (IEC60332-1-2)

If you have any further questions, please contact marketin
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Disclaimer

InLine® is a brand of INTOS ELECTRONIC AG | SiemensstraBe 111 D-35394 GieBen

Documentation © 2026 INTOS ELECTRONIC AG

All rights reserved. No part of this document may be reproduced in any form or by any means,
electronic, mechanical or chemical, without the prior written permission of the publisher.

It is possible that this document may still contain typographical faults or misprints.

However, the information in this deocument will be checked regularly and corrections will be

made in the next edition. We accept no liability for errors of a technical or printing nature and their

consequences. All trademarks and industrial property rights are acknowledged. Changes in the

sense of technical progress can be made without prior notice. Our products, including packaging,

are not toys, they may contain small parts and sharp objects.

Please keep away from children.



