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INLINE® PATCH CABLE SLIM, U/FTP, CAT.81,
TPE HALOGEN-FREE, WHITE
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Ultra-thin slim patch cable, only 4.3mm cable diameter
U/FTP shielded: Paired in metal foil (PiMf)

Fulfils Cat.8 . 1 requirements up to 2000MHz

Four wire pairs, twisted

Full copper strands AWG30

1: 1 pinout, colour coded to EIA/TIA-568B

2x RJ45 male, moulded, with latching nose protection
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Black coloured plug for differentiation

Gold plated contacts

Halogen free TPE jacket

Flexible and easy to install

Conforms to 1ISO11801, EN50173 and ANSI/TIA-568 stan-
dards. 2-D

in PE bag with EAN code

Brand InLine® 75312W 0.25 m 4043718312467
Category Cable 75313W 0.30 m 4043718312474
Side A RJ45 plug straight 75355W 0.50 m 4043718312481
Side B RJ45 plug straight 75311W 1m 4043718312498
Shielding U/FTP 75314W 1.50 m 4043718312504
Type Cat.8.1 75302W 2m 4043718312276
Signal Network 75303W 3 m 4043718312511
Cross-section AWG 30 75305W 5m 4043718312528
Outer diameter 4.3 mm 75307W 7.50 m 4043718312535
UL No 75300W 10 m 4043718312542
Data transfer rate 40 Gb/s

PoE/PoE+/PoE++ No

Design Round cable slim

Gold plated contacts Yes

Bending radius (static) >25 mm

Conductor material CU (copper)

Sheath TPE

Assignment 11

Patch cable category Cat.8.1
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PIN OUT

NOTE i Tivhlte
1.Electronic test : - orange

1.1 Open/short 100% test : 6 TOCTX g e
2.Packing:1pc/inline bag+label 1,10pcs/pe bag+label 2 S D
3.Printing:CAT 8.1 U/FTP TPE PATCH CABLE 4x2x30AWG/7 : o

i 8 DOC 8 brown
RoHS2.0 (2011/65/EU) AND (2015/863/EU) Compliant choll__drain sl
(3 |OUTER MOLD|TPE COLOUR SEE THE CHART 2
@ PLUG SHIELDED RJ45 8P8C,GOLD PLATED PIN G/F, NICKEL PLATED SHELL(IRON),BLACK PC 2
[30AWG/7 BC* 1P+ALFOI)*4+D,

@ |cABLE JACKET: TPE( halogen free)/COLOUR SEE THE CHART, OD4.320.2mm 1
NO. |PART NAME DESCRIPTION QUANTITY
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