INLINE® AUDIO ADAPTER

Easy connection of audio cables: The adapter connects two audio
cables with 6.3 mm jack plugs and allows quick adaptation of existing
audio cabling in various applications.

Stereo audio transmission: The stereo version supports the transmis-
sion of left and right audio channels and enables clean forwarding of
audio signals between connected devices.

Practical extension of audio cables: By connecting two jack cables,
an existing audio line can be flexibly extended without the need for an
additional cable.

Reliable signal connection: Nickel-plated contacts support a stable
electrical connection between the connected plugs and contribute to
reliable signal transmission.

Compact adapter solution: The compact design allows for easy integ-
ration into existing audio cabling and is suitable for many applications
in the audio and hi-fi sector.

This audio adapter allows two audio cables with 6.3 mm jack plugs to be
connected. The design with two 6.3 mm jack sockets is suitable for adap-
ting existing audio connections or for extending existing audio cables.

The stereo version supports the transmission of left and right audio chan-
nels. This allows audio signals to be reliably forwarded between connec-
ted devices.

The adapter is suitable for various audio applications where existing jack
cables need to be connected to each other. Nickel-plated contacts sup-
port a stable connection between the plugs and contribute to reliable si-
gnal transmission.

Thanks to its compact design, the adapter can be easily integrated into
existing audio cabling and used flexibly.

Connection 1: 6.3 mm stereo jack socket
Connection 2: 6.3 mm stereo jack socket
Contacts: nickel-plated

Colour: black

If you have any further questions, please contact marketin
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Technical Data

Audio: Yes

Side A: 6.3mm jack female

Side B: 6.3mm jack female

Signal: Audio

Type: Nickel-plated contacts
Variant: Stereo

Item No. Color EAN

99307 Black 4043718045952

ROHS 3 support (EU 2015/863) Compliant
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Disclaimer
InLine® is a brand of INTOS ELECTRONIC AG | SiemensstraBe 111 D-35394 GieBen

Documentation © 2026 INTOS ELECTRONIC AG

All rights reserved. No part of this document may be reproduced in any form or by any means,
electronic, mechanical or chemical, without the prior written permission of the publisher.

Itis possible that this document may still contain typographical faults or misprints.

However, the information in this deocument will be checked regularly and corrections will be
made in the next edition. We accept no liability for errors of a technical or printing nature and their
consequences. All trademarks and industrial property rights are acknowledged. Changes in the
sense of technical progress can be made without prior notice. Our products, including packaging,
are not toys, they may contain small parts and sharp objects.

Please keep away from children.




