
INLINE® BULK-PACK PATCH CABLE
SF/UTP Cat.5e grey

You will receive the cables packed in a plastic bag to protect against mo-
isture and an outer box.

Category Cat.5e twisted pair network cable for connecting network com-
ponents with RJ45 connections, such as switches, routers, sockets, patch 
panels and network cards. Suitable for Gigabit connections (1Gb/s) at a 
frequency of max. 125MHz.

• 2x moulded RJ45 plugs
• SF/UTP cable, Cat.5e
• Core cross-section AWG 26
• Braided and foil overall shielding (old designation: S-FTP)
• with length specifi cation on the plug
• 1:1 assignment according to EIA/TIA 568B
• 4 twisted wire pairs
• with cable kink protection and locking lug protection
• in resealable, POS-compatible PE bag with EAN code

InLine Bulk EcoPacks are environmentally friendly bulk packaging in which 
the items are only packed in a PE bag to protect against moisture and in 
a uniform box. The packaging unit varies depending on the item size for 
optimal utilization. 

InLine Bulk EcoPacks are particularly suitable for direct use, e.g. B. for your 
own use or for installation at the customer‘s site. You get the proven InLine 
quality with minimal packaging. This saves time and money and protects 
the environment.

• More economical: quick unpacking saves you time. Ideal for use by 
customers

• More environmentally friendly: Less packaging (small waste). The 
cables are packed together in a PE bag to protect against moisture. 
Individual slip bags are no longer needed.

• More economical: The packaging is based on the optimal utilization of 
the carton capacity. Resources are optimally used and utilized.

• Cheaper: price advantage through bulk purchase 5% below the indivi-
dual/normal price

Technical Data

Article height: 1.5 cm

Article width: 1.2 cm

Assignment: 1:1

Bending radius (dynamic): 45 mm

Bending radius (static): 45 mm

Conductor material: CCA (copper/aluminium)

Design: Round cable

Diameter: AWG 26

Operation temperature: -10 to +60 °C

Outer diameter: 5.7 mm

Packing: Bulk

Patch cable category: Cat.5e

PoE/PoE+/PoE++: No

Sheath: PVC

Shielding: SF/UTP 

Side A: RJ45 plug straight

Side B: RJ45 plug straight

Signal: Network

Storage temperature: -20 to +70 °C

Type: Cat.5e

UL: No

www.inline-info.com/en/

Item No. Packaging unit Length EAN

B-72522 300 Pieces 0.25  m 4043718290369

B-72550 90 Pieces 0.50  m 4043718253463

B-72511 70 Pieces 1  m 4043718253470

B-72514 70 Pieces 1.50  m 4043718304738

B-72502 40 Pieces 2  m 4043718253456

B-72503 30 Pieces 3  m 4043718253487

B-72505 25 Pieces 5  m 4043718253494

B-72575 20 Pieces 7.50  m 4043718316113

B-72500 13 Pieces 10  m 4043718316120



Disclaimer
InLine® is a brand of INTOS ELECTRONIC AG | Siemensstraße 11 | D-35394 Gießen

Documentation © 2026 INTOS ELECTRONIC AG
All rights reserved. No part of this document may be reproduced in any form or by any means, 
electronic, mechanical or chemical, without the prior written permission of the publisher. 
It is possible that this document may still contain typographical faults or misprints. 
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INTOS ELECTRONIC AG

SCALE:NONE UNITS:mm SHEET:1/2

PROJECTION

DRAWN BY DATE

NO. DESCRIPTION QUANTITY REMARKS

2022/09/15

REVISIONS
DESCRIPTIONREV

A
DATE APPROVEDCONFIGURATION DETAILS OF

UNDIMENSIONED FEATURES
MAY VARY

CUSTOMER:

PART NAME

1
2

3
6

4
5

7
8

1 WHITE/ORANGE
2 ORANGE

3 WHITE/GREEN
6 GREEN

4 BLUE

5 WHITE/BLUE

7 WHITE/BROWN
8 BROWN

SHELL SHELL
BRAID

PIN OUT

CABLE (26AWG 7/0.16CCA*1P)*4+MYLAR+AL-FOIL+BRAID(0.12/4/16)AL-MG ,JACKET:PVC, OD 5.7±0.2MM

PLUG
 SHIELDED RJ45 8P8C, GOLD-PLATED PIN 3u' , NICKEL-PLATED SHELL,
TRANSPARENT

MOULDING PVC, SAME COLOR AS THE JACKET

1

2

2

NOTE:
1.Electronic test
  1.1 Open/short 100% test
2.Printing:InLine  SF/UTP CAT.5E 26AWG×4P PATCH  ISO/IEC 11801 & EN 50173  VERIFIED
3.Operating temperature:-10~60℃,Storage emperature：-20~70℃
4.Packing:L≤5m,1pc/inline bag+label1,10pcs/pe bag+label2
                 5<L≤15m,1pc/inline bag+label1,5pcs/pe bag+label2
                 15<L≤50m,1pc/inline bag+label1,wihout pe bag
5.ROHS 3 support (EU 2015/863) Compliant

FERGUS

CAT.5e SF/UTP patch cord

SEE THE CHART

*M
L±T

P1

12 3

LENGTHITEM NO
250±1572522
300±1572533
500±2072550
700±2072577

1500±3072514
2000±4072502
3000±5072503
5000±7072505
7500±10072575
10000±10072500
15000±15072515
20000±20072520

COLOUR:GRAY/PANTONE 422C

30000±30072530
25000±250

40000±40072540

72525

1000±3072511

50000±50072555

1
2
3 PRODUCT TITLE: ITEM NO.

CHECKED BY APPROVED BY

INTOS ELECTRONIC AG

SCALE:NONE UNITS:mm SHEET:1/2

PROJECTION

DRAWN BY DATE

NO. DESCRIPTION QUANTITY REMARKS

2022/09/15

REVISIONS
DESCRIPTIONREV

A
DATE APPROVEDCONFIGURATION DETAILS OF

UNDIMENSIONED FEATURES
MAY VARY

CUSTOMER:

PART NAME

1
2

3
6

4
5

7
8

1 WHITE/ORANGE
2 ORANGE

3 WHITE/GREEN
6 GREEN

4 BLUE

5 WHITE/BLUE

7 WHITE/BROWN
8 BROWN

SHELL SHELL
BRAID

PIN OUT

CABLE (26AWG 7/0.16CCA*1P)*4+MYLAR+AL-FOIL+BRAID(0.12/4/16)AL-MG ,JACKET:PVC, OD 5.7±0.2MM

PLUG
 SHIELDED RJ45 8P8C, GOLD-PLATED PIN 3u' , NICKEL-PLATED SHELL,
TRANSPARENT

MOULDING PVC, SAME COLOR AS THE JACKET

1

2

2

NOTE:
1.Electronic test
  1.1 Open/short 100% test
2.Printing:InLine  SF/UTP CAT.5E 26AWG×4P PATCH  ISO/IEC 11801 & EN 50173  VERIFIED
3.Operating temperature:-10~60℃,Storage emperature：-20~70℃
4.Packing:L≤5m,1pc/inline bag+label1,10pcs/pe bag+label2
                 5<L≤15m,1pc/inline bag+label1,5pcs/pe bag+label2
                 15<L≤50m,1pc/inline bag+label1,wihout pe bag
5.ROHS 3 support (EU 2015/863) Compliant

FERGUS

CAT.5e SF/UTP patch cord

SEE THE CHART
*M

L±T

P1

12 3

LENGTHITEM NO
250±1572522
300±1572533
500±2072550
700±2072577

1500±3072514
2000±4072502
3000±5072503
5000±7072505
7500±10072575
10000±10072500
15000±15072515
20000±20072520

COLOUR:GRAY/PANTONE 422C

30000±30072530
25000±250

40000±40072540

72525

1000±3072511

50000±50072555

1
2
3 PRODUCT TITLE: ITEM NO.

CHECKED BY APPROVED BY

INTOS ELECTRONIC AG

SCALE:NONE UNITS:mm SHEET:1/2

PROJECTION

DRAWN BY DATE

NO. DESCRIPTION QUANTITY REMARKS

2022/09/15

REVISIONS
DESCRIPTIONREV

A
DATE APPROVEDCONFIGURATION DETAILS OF

UNDIMENSIONED FEATURES
MAY VARY

CUSTOMER:

PART NAME

1
2

3
6

4
5

7
8

1 WHITE/ORANGE
2 ORANGE

3 WHITE/GREEN
6 GREEN

4 BLUE

5 WHITE/BLUE

7 WHITE/BROWN
8 BROWN

SHELL SHELL
BRAID

PIN OUT

CABLE (26AWG 7/0.16CCA*1P)*4+MYLAR+AL-FOIL+BRAID(0.12/4/16)AL-MG ,JACKET:PVC, OD 5.7±0.2MM

PLUG
 SHIELDED RJ45 8P8C, GOLD-PLATED PIN 3u' , NICKEL-PLATED SHELL,
TRANSPARENT

MOULDING PVC, SAME COLOR AS THE JACKET

1

2

2

NOTE:
1.Electronic test
  1.1 Open/short 100% test
2.Printing:InLine  SF/UTP CAT.5E 26AWG×4P PATCH  ISO/IEC 11801 & EN 50173  VERIFIED
3.Operating temperature:-10~60℃,Storage emperature：-20~70℃
4.Packing:L≤5m,1pc/inline bag+label1,10pcs/pe bag+label2
                 5<L≤15m,1pc/inline bag+label1,5pcs/pe bag+label2
                 15<L≤50m,1pc/inline bag+label1,wihout pe bag
5.ROHS 3 support (EU 2015/863) Compliant

FERGUS

CAT.5e SF/UTP patch cord

SEE THE CHART

*M

L±T

P1

12 3

LENGTHITEM NO
250±1572522
300±1572533
500±2072550
700±2072577

1500±3072514
2000±4072502
3000±5072503
5000±7072505
7500±10072575
10000±10072500
15000±15072515
20000±20072520

COLOUR:GRAY/PANTONE 422C

30000±30072530
25000±250

40000±40072540

72525

1000±3072511

50000±50072555

1
2
3 PRODUCT TITLE: ITEM NO.

CHECKED BY APPROVED BY

INTOS ELECTRONIC AG

SCALE:NONE UNITS:mm SHEET:1/2

PROJECTION

DRAWN BY DATE

NO. DESCRIPTION QUANTITY REMARKS

2022/09/15

REVISIONS
DESCRIPTIONREV

A
DATE APPROVEDCONFIGURATION DETAILS OF

UNDIMENSIONED FEATURES
MAY VARY

CUSTOMER:

PART NAME

1
2

3
6

4
5

7
8

1 WHITE/ORANGE
2 ORANGE

3 WHITE/GREEN
6 GREEN

4 BLUE

5 WHITE/BLUE

7 WHITE/BROWN
8 BROWN

SHELL SHELL
BRAID

PIN OUT

CABLE (26AWG 7/0.16CCA*1P)*4+MYLAR+AL-FOIL+BRAID(0.12/4/16)AL-MG ,JACKET:PVC, OD 5.7±0.2MM

PLUG
 SHIELDED RJ45 8P8C, GOLD-PLATED PIN 3u' , NICKEL-PLATED SHELL,
TRANSPARENT

MOULDING PVC, SAME COLOR AS THE JACKET

1

2

2

NOTE:
1.Electronic test
  1.1 Open/short 100% test
2.Printing:InLine  SF/UTP CAT.5E 26AWG×4P PATCH  ISO/IEC 11801 & EN 50173  VERIFIED
3.Operating temperature:-10~60℃,Storage emperature：-20~70℃
4.Packing:L≤5m,1pc/inline bag+label1,10pcs/pe bag+label2
                 5<L≤15m,1pc/inline bag+label1,5pcs/pe bag+label2
                 15<L≤50m,1pc/inline bag+label1,wihout pe bag
5.ROHS 3 support (EU 2015/863) Compliant

FERGUS

CAT.5e SF/UTP patch cord

SEE THE CHART

*M
L±T

P1

12 3

LENGTHITEM NO
250±1572522
300±1572533
500±2072550
700±2072577

1500±3072514
2000±4072502
3000±5072503
5000±7072505
7500±10072575
10000±10072500
15000±15072515
20000±20072520

COLOUR:GRAY/PANTONE 422C

30000±30072530
25000±250

40000±40072540

72525

1000±3072511

50000±50072555

1
2
3 PRODUCT TITLE: ITEM NO.

CHECKED BY APPROVED BY

INTOS ELECTRONIC AG

SCALE:NONE UNITS:mm SHEET:1/2

PROJECTION

DRAWN BY DATE

NO. DESCRIPTION QUANTITY REMARKS

2022/09/15

REVISIONS
DESCRIPTIONREV

A
DATE APPROVEDCONFIGURATION DETAILS OF

UNDIMENSIONED FEATURES
MAY VARY

CUSTOMER:

PART NAME

1
2

3
6

4
5

7
8

1 WHITE/ORANGE
2 ORANGE

3 WHITE/GREEN
6 GREEN

4 BLUE

5 WHITE/BLUE

7 WHITE/BROWN
8 BROWN

SHELL SHELL
BRAID

PIN OUT

CABLE (26AWG 7/0.16CCA*1P)*4+MYLAR+AL-FOIL+BRAID(0.12/4/16)AL-MG ,JACKET:PVC, OD 5.7±0.2MM

PLUG
 SHIELDED RJ45 8P8C, GOLD-PLATED PIN 3u' , NICKEL-PLATED SHELL,
TRANSPARENT

MOULDING PVC, SAME COLOR AS THE JACKET

1

2

2

NOTE:
1.Electronic test
  1.1 Open/short 100% test
2.Printing:InLine  SF/UTP CAT.5E 26AWG×4P PATCH  ISO/IEC 11801 & EN 50173  VERIFIED
3.Operating temperature:-10~60℃,Storage emperature：-20~70℃
4.Packing:L≤5m,1pc/inline bag+label1,10pcs/pe bag+label2
                 5<L≤15m,1pc/inline bag+label1,5pcs/pe bag+label2
                 15<L≤50m,1pc/inline bag+label1,wihout pe bag
5.ROHS 3 support (EU 2015/863) Compliant

FERGUS

CAT.5e SF/UTP patch cord

SEE THE CHART

*M

L±T

P1

12 3

LENGTHITEM NO
250±1572522
300±1572533
500±2072550
700±2072577

1500±3072514
2000±4072502
3000±5072503
5000±7072505
7500±10072575
10000±10072500
15000±15072515
20000±20072520

COLOUR:GRAY/PANTONE 422C

30000±30072530
25000±250

40000±40072540

72525

1000±3072511

50000±50072555


